Zr

ZonlHen

%

BYINE R BERAT o

SHENZHEN ZONHEN ELECTRIC APPLIANCES Co.,Ltd. ile. }&

£

SPECIFICATION

s LA

R&E| D WX

1/4

CUSTOMER:
PART NO. : ZHV-0519L-12A180
CUSTOMER PART NO. :

1. ¥ A ¥ B (SCOPE)

A B X 3 P F 29 e wf R ZHV-0519L~12A180
THIS SPECIFICATION APPLIES TO A DC SOLENOID

FOR AS ZHV-0519L-12A180
2. 47" 1X 56 % 1+ (STANDARD TEST CONDITION)

2-1 FR3E (AMBIENCE): J& [ iR & (AMEBIENCE TEMP):20TC

#7438 & (RELATIVE HUMIDITY): 65%

{% 4k (USE FLUID): A4 (ATMOSPHERE)
2-2 RE % & (LOAD) : 350mmHg
2-3 W (POWER) : REEE (EEX 3 1nVrms MAX)

STEADY POWER (RIPPLE VOLTAGE 1mVrms MAX)

2-4 R 3% (TEST POSTURE): K% B (LEVEL)

3. $MN¥% B (APPEARANCE)

3-1 AR~ S BHEL/AR.
DRAWING NO.:4/4 page.

4, %152 ¥ (RATED VOLTAGE)
4-1 & JE (VOLTAGE): DC 12V
4-2 & 3 (CURRENT): 0. 067A (at DC 12V 20°C)
4-3 3z % (WATTAGE): 0. 8W
4—4 {5 & JE 3% 8 (USE VOLTAGE RANGE): DC12 £ 10%V
4-5 B L FH (DC RESISTANCE): 1800 +10% (iRiEFE20C)
4-6 T3 (DUTY CYCLE): W 2 425§ . (CONTINUUN)
4-7 #5444 (INSULATION CLASS): B3 (CLASS B)
4-8 {EFEHEE (USE PRESSURE RANGE): MAX350mmig
4-9 % F &7 (IN COMMON USE PRESSURE) : 100 ~ 350mmAg
4-10 {E A5 E (USE TEMPERATURE RANGE) :0~40° C
4-11 R A B EHE (KEEP TEMPERATURE RANGE): -20~60 T
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